Haglöf Sweden’s Postex® System is used to position trees and objects, mainly in sample plots. Individual positioning of trees with the Postex® System is a proven reliable work method and excellent to follow up individual trees in long term study projects on permanent sample plots. One person can measure and electronically capture all of the tree/object data and position calculations. Postex® is available in different system configurations. With the DP Postex add-on, the transponder system and the DP II computer caliper and an adapted software application, you are sure to get great versatility.

If you choose to work with the DP Postex add-on installed on a DP II computer and corresponding software application, you get a complex system that can be adjusted and transformed for many different needs and work chores. The DP Postex module works with the coordinate system that you construct with the custom transponder rack. The DP Postex uses ultrasound to measure distances for the individual positioning of trees and other objects in the plot. When necessary and requested, tree heights can be measured with, for example, the L5 Laser, and transferred to the DP II computer. The DP II caliper and software will save and process all data and input information.

The DP Postex module can also be used with the DP II terminal only, and without the SmartScale measuring scale. This is convenient when working with seedlings, to position historic ruins and other sites of interest in forest and field, and other projects where diameters or heights are not necessary to collect.

For technical details on the L5 laser instrument, DP II caliper and software, see separate product leaflets. Ask us for a complete system solution including the DP II caliper and corresponding software application.

**Art no 15-103-1047 DP Postex, including rack, 3 ea transponders T3, adapters, alignment bubble**

**Art no 15-100-1005 DP Postex module only**